Specifications — InterWrite PRS®F

Software

Operating System Microsoft Windows® XP, 2000
° o Support Mac® OS X version 10.3 or higher
interwrite = RO,

RF Question Types Multiple Choice (including multiple correct), True/False,
P R S Supported Answer Series, Numeric (including positive/negative,
decimal point, and fractions), Short Answer
Modes Live Polling, Self-Paced, Homework (offline)

PowerPoint® Integration Yes (Windows and Mac environments)
Question Authoring Tool Yes (can also import questions from book publishers)

Confidence Levels High/Low Confidence
Software License Included with PRS purchase. No recurring fees.

Reporting Capabilities A variety of reports can be produced, including:
attendance, results for a single session, individual
student or an entire semester-to-date performance
report.

Grade book Includes integrated grade book. Can also export to
Blackboard, WebCT, WebAssign, and comma delimited
files (Excel compatible)

System

Frequency Band 2.4 GHz

Max. Number of Clickers 2047

per Hub

Max. Number of Hubs 4

Operating Distance 150 Feet (free space)

RF Clicker

Display 2-Line LCD

Keypad Buttons 0-9, -, T, F, A-E, Decimal Point
Battery Type 3 - AAA

Battery Life 20 weeks (based on typical usage)
RF Receiver (Hub)

Computer Connection USB

Power Supply 9V DC

connect with every student
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